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TLP HYDRAULIC TOOLS

ELECTRICAL INSTALLATION TOOLS

Characteristics:
●Hand pump HHB-600A is lightweight and simple to use.
●High pressure hose 1.2 meters length.
●Retracts ram by turning anticlockwise the release knob on hand 
pump.
●Steel storage box.

HHY-300BF HHY-300CF

See page 152 for specifications of hand pump HHB-600A.

Hydraulic Crimping Tool  with hand pump

Characteristics:
●Flip-top crimping head,rotating 360o.
●Telescopic lever handles.
●Fast change of crimping dies.
●Effort-saving and low maintenance mechanical drive.

Interchangeable hexagonal crimping dies 
16-240 mm2

Mechanical Crimping Tools

Model Output 
force 
(ton) 

Ram 
stroke 
(mm) 

Crimping 
range 
(mm²) 

Crimping dies 
(mm²) 

Crimp 
pattern 

Pump 
model 

G.W. 
(kg) 

Packing size 
(mm) 

HHY-300BF 11 20 16-300 
16,25,35,50,70,95,120, 

150,185,240,300 
Hexagonal 

type 
HHB-600A 11.6 490×260×130 

HHY-300CF 11 30 16-300 
16,25,35,50,70,95,120, 

150,185,240,300 
Hexagonal 

type 
HHB-600A 11.8 490×260×130 

 

HHYJ-240 HHYJ-240H

Model Crimping range(mm²) Crimp pattern Crimping dies(mm²) G.W.(kg) Packing size(mm) 

HHYJ-240 16-240 Hexagonal type 16,25,35,50,70,95,120,150,185,240 5 280X140X60 
HHYJ-240H 16-240 Hexagonal type 16,25,35,50,70,95,120,150,185,240 5 280X140X60 
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ELECTRICAL INSTALLATION TOOLS

Characteristics:
●Indent crimping tool with revolving dies.
●For tubular cable lugs and connectors, standard type.
●For tubular cable lugs and connectors for fine stranded 
conductors.
●For solderless terminals DIN 46234, pin terminal DIN 46230.
●Excellent leverage.

Mechanical Crimping Tools

Characteristics:
●

●
●

Characteristics:
●Rotatable hexagonal crimping jaws.
●Effort-saving and low maintenance mechanical drive.
●Exact cross-section assignment thanks to permanent marking on the 
jaws.
●HHYJ-50 is for tubular cable lugs and connectors 6-50 mm2.
●HHYJ-120 is for tubular cable lugs and connectors 10-120 mm2.

HHYJ-50

HHYJ-120

Mechanical Crimping Tools

Model 

Crimping range(mm²) 8-80 
Crimp pattern indent type 
Length (mm) 635 

G.W.(kg) 3.2 

Model 

Crimping range(mm²) 
Crimp pattern indent type 
Length(mm) 610 

G.W.(kg) 3.1 

Model HHYJ-50 HHYJ-120 

Crimping range(mm²) 6-50 16-120 
Crimp pattern Hexagonal type Hexagonal type 

Crimping jaws(mm²) 6,10,16,25,35,50 
16,25,35,50,70,95, 

120 
Length(mm) 390 615 

G.W.(kg) 1.4 3.9 
Packing size(mm) 400 X130 X50 625 X190 X60 

Mechanical Crimping Tools

www.barton-tools.com

Indent crimping.
●For cable lugs from 16-120 mm².

Adjusts the indentor by screw.
Excellent leverage.

HHYJ-80S Crimping Tool 8-80 mm2 HHYJ-120S Crimping Tool 16-120 mm2

HHYJ-80S HHYJ-120S 

16-120 
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